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1. Install AquaMaster 

You can search the “AquaMaster” in Google Play (for Android devices) or App store (for iOS device), or just scan the below QR codes to 

download it. 

 

      

 

 

 

 
Android iOS 



 

2. Plug the light and connect controller. 

Plug the light power supply to socket and power supply to light, connect the controller to light “Data In”  

                                                                       

 



 

3. Connecting with the AquaMaster controller from the app 

On your devices, open Setting, find the Wi-Fi network “AquaMaster” and connect to it, then run the app. (Default password: 12345678)  

When you get into the app, it will automatically synchronize your Android/iOS device to the controller time. 

 

Click the AquaMaster IP                               Home Page 

 
 

 

 

 

 
 

 

 

 

 
 

 

 

 

 
 

 

 



 

4. Modes Setting  

 

 

 

 

                                                                         

4.1 Manual Set  

 

                 
                                                                       

                                                                                                                 

 Slide the red button up or down or “+” “-” to 

adjust light intensity from 0% to 100% for all 

channels, or each channel individually.   

 
 

 

 

 

 
 

 

 

 



 

 

 
 

 

 

4.2 Clouds Set 

 

Turn on or off the “Switch “and set the date 

and time in “Timer” for the “Cloud Set”. 
 

       

The cloud effect is a light intensity change: the 

intensities of all lights will be 100%~0%~100% 

within 30 seconds, and remain the previous 
mode after the effect. 

 

The 3 Switches mutually incompatible. 

For example: If the 2nd switch on, the other 

switches off. 
 

 

 



 

 

 
 

     

 

4.3 Flash Set 

 

Turn on or off the “Switch “and set the date 

and time in “Timer” for the “Flash Set”. 

 
In Flash mode, all LEDs will flash 3 times per 

second, stop 3 seconds and flash 3 times per 

second …, the whole effect lasts 10 seconds, 

and remain the previous mode after the 

effect. 
 

The 3 Switches mutually incompatible too. 

 

 

 



 

 

 
 

 

  

 

4.4 My Program Mode 

 

My Program Mode has 3 sets of Pre-programmed Mode (Sunny, Cloudy, and Rainy) and                                                     

3 sets of DIY program modes that you can set according to you preferences. 

 

 

 

 

 

 

 



 

Pre-Programmed Modes 

 
Sunny                                    Cloudy                                  Rainy 

 

           

 

 
 

 

 

 

 
 

 

 

 

 
 

 

 

 

 
 

 

 

 



 

 

DIY Program Setting 
 

 

It has 3 sets of DIY Programs optional. 

For example DIY 1: 

 
a. Switch to “LED1” 

b. Set the time point and intensity in each group 

(8 time-points & intensities settable for per 

channel).   

 
Click “Send” on the bottom and “Yes” once LED1 

set done. 

 



 

Then continue setting the LED2, LED3 and LED4 in the 

same way. 
 

After all the LED channels is set done, back to “ALL” and 

press “send” on the bottom. 

The light will go with the program you just set. 

 
Same setting way for DIY2, DIY3, and the user can set 

different programs and choose any one of them.  



 

Note:  In program mode, the light intensity is gradually going up or down from one time point to next time point as user set. 

  
For example in channel 1 we set as bellow:  

  

The 1st time point: 02:00 @ 0% intensity 

The 2nd time point:  07:00 @ 50% intensity 

The last time point:   23:00 @ 10% intensity 
 

So the light is still on during 02:00 ~ 07:00 at 0% ~ 50% intently goes up on average and 23:00 ~ 02:00 at 10% ~ 0%.  

So if you want the light is off till on at 7:00 AM, we would suggest set as bellow: 
  

The 1st time point:    02:00 @ 0% intensity 
The 2nd time point:   06:59 @ 0% intensity 

The 3nd time point:   07:00 @ 50% intensity 

 

The last time point:    23:00 @ 10% intensity 

The last time point:   23.01 @ 0% intensity 
 

 

Eonstar LED Light Corp. 

18835 San Jose Ave. 

City of Industry, CA 91748 
Email: service@eonstarled.com 

TEL: 626 693 8084 


